AR109GW-L device upgrade guidance 
Upgrade steps
USB-based Deployment Process：
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1. The index file(USB_AR.ini) is made below. Put it together with software version(AR100-V200R008C50SPC500.cc) and LTE firmware(ME909_UPDATE_11.617.07.10.00.FWL) into the USB under the root directory


2. Power on the router. Insert the USB flash into the devie, The system detects the USB flash drive
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3. Observe the USB indicator on the device to determine the progress of USB-based deployment
· Steady green: The USB-based deployment succeeded.
· Blinking green: The system USB-based deployment is ongoing.
· Steady red: USB-based deployment has failed.。
4. When the process is finished, plug out the USB flash. Then make sure whether the version is new version.
Using a terminal tool such like putty to login the router and check whether the version is upgraded by using the following commands. 
[bookmark: OLE_LINK2]<huawei>sys
[huawei]diagnose
[Huawei-diagnose]vrbd
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5. [bookmark: OLE_LINK3]Then let’s check whether the firmware version is existed in router’s flash
<huawei>dir ME909*
[image: ]
6. Upgrade the firmware version manually. Customer can do this when they deploy the router on network
Input the following commands and wait for the upgrade:
<huawei>sys
[huawei]diag
[Huawei-diagnose]module-upgrade slot 0 module 0 flash:/ME909_UPDATE_11.617.07.10.00.FWL
y
[image: ]
7. Check whether the firmware version upgrade successfully
[huawei]dis cel 0/0/0 hardware
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If the Modem Firmware version is 11.617.07.10.00, means firmware upgrade successfully。
Notice
1. Don’t power off during the upgrade process
2. [bookmark: _GoBack]Don’t plug out USB flash during the upgrade process

USB_AR.INI
BEGIN AR

[USB CONFIG]

SN=20180104.154500

EMS_ONLINE_STATE=NO

[UPGRADE INFO]

OPTION=AUTO

DEVICENUM=1

[DEVICE1 DESCRIPTION]

OPTION=OK

ESN=DEFAULT

MAC=DEFAULT

VERSION=V200R008C50

DIRECTORY=DEFAULT

FILENUM=2

TYPE1=SYSTEM-SOFTWARE

FILENAME1=AR100-V200R008C50SPC500.cc

TYPE2=USER-DEFINE

FILENAME2=ME909_UPDATE_11.617.07.10.00.FWL

END AR
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<Huawe>
Fob 12 2015 14:55:06+00:00 Huawei %%01DEV.4/MEMORYCARDEVENT (1) (1] :Storage device
ush0:] was plugged in.
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<Huawei>sys
Enter system view, return user view with Ctrl+Z.

[Huawei]diag

ow you enter a diagnostic command view for developer's testing, some commands
ay affect operation by wrong use, please carefully use it with HUAWET
engineer's direction.

[Huawei-diagnose Jvrbd

Board 0 SoftWare Compiled Jun 12 2017, 21:50:58 By AR109GW-L GROUP
Board 0 BootRom Compiled Jun 12 2017, 21:50:58 By ARL09GW-L GROUP
Board 0 SoftWare Version V200RO08CS0BO10 By AR109GW-L GROUP

Board 0 VRP VRPVS00RO17C00SPCS30

Board 0 VRP F5308530

Board 0 SoftWare for user V20OROOBCSOSPCS00
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<Huawei>dir MES09*
Directory of flash:/

Idx  Attr Size(Byte) Date Time (LMT)  FileName

0 -rw- 33,789,687 Jun 09 2017 10:47:35 ME909_UPDATE_11.617.07.10.00.
WL

374,744 KB total available (53,792 KB free)
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<{router A>sys

Enter system view, return user view with Ctrl+Z.

[router A]diag

ow you enter a diagnostic command view for developer's testing, some commands
ay affect operation by wrong use, please carefully use it with HUAWET
engineer's direction.

[router A-diagnose]module-upgrade slot 0 module 0 flash:/ME9D3_UPDATE_11.617.07.
10.00.FWL

jarning: Unmatched firmware could cause unpredictable consequences, and 3G/LTE s
ervice will be paused while upgrading. are you sure to comtinue? [Y/N]:y

jarning: Please do mot collect gxdm-log, or reset target module, or reset, remov
e. power off target board while upgrading.

Info: Start upgrading Cellular0/0/0, please wait...

[router A-diagnose]
Tnfo: Upgrade finished, the module will reboot again, please wait...
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[router A-diagnose]dis cel 0/0/0 hardware
iodem State:

ardware Information.

odel = ME9D9s-120

odem Type = LTE module
iodem Firmware Version - | 11.617.07.10.00
ardware Version - RMIME9O9ASM

Integrate circuit card identity (ICCID) - None
International Mobile Subscriber Idemtity (IMSI)

None

obile Station International ISDN Number (MSISDN) - None
International Mobile Equipment Identity (IMEI) - 867377020401265
odem Status = Online
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Create an index file.

Copy the index file to the
foot directory of a USB
flash drive, and copy
deployment files fo
directory specified by the
index files.

N S
Insert the USB flash drive
into a device.

]
The device restarts.

Remove the USB flash
drive.
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USB_AR.ini


